bitumac

Plastomeric cold applied bituminous mastic

5kg

10 kg

20 kg

Bitumac is a plastomeric bituminous mastic with modified bitumen, mineral fibers, special additives and
organic solvents and aggregates. It is cold applied with a strong adhesion on porous and smooth surfaces.
Due to thermoplastic properties it absorbs the usual deformation of the joints, which occur due to temperature
fluctuations. It is highly resistant to low concentration acids and bases, unaffected by subsoil minerals and
less resistant to organic solvents, oils and strong chemical detergents.
IMPLEMENTATION: Bitumac is used for sealing of horizontal and
vertical cracks or joints on roofs, walls, buildings, terraces, sealing of
specific points on concrete surfaces, as rain drainpipes, corners,
metallic frames, ventilation frames, as supplementary sealant on concrete
surfaces during waterproofing with bituminous membranes. Compatible
with, polyurethane, concrete, light concrete, bricks, plasterboard, metallic
and wooden surfaces. Non compatible with polystyrene, due to existence
of solvents.
APPLICATION: It can be applied with a scraper in horizontal and vertical
joints up to 2cm width and up to 1cm depth, at temperatures higher that
5ºC. The joint must be free of dust or other waste materials. When the
joint is not coated with any bituminous base, pre-coating with bitulac
primer is recommended. In case the joint is deeper, placement of an
elastic cord, is recommended for the correct formation and operation
of the joint. Τhe width of the cord should be 20% - 40% bigger than the
joint and should be placed in depth equal or less than 1.2cm. It should be
protected with bituminous aluminum paint bitual, if exposed to sunlight.
Tools can be cleaned with petrol or oil.

CONSUMPTION: Indicative consumption from 120 - 130gr/m, for a joint
of 1cm width and 1cm depth (1x1).
PACKAGING - STORAGE: Plastic containers, net weight 5kg, 10kg, 20kg.
In environmentally controlled areas, at temperatures higher than 5ºC, for
one year at least, away from heat sources.
PRECAUTIONS - PROTECTION : Classification according to regulation
EC 1272/2008. May cause long lasting harmful effects to aquatic life.
Avoid release to the environment. Wear protective gloves, protective
clothing, eye protection, face protection. If on skin wash with plenty of soap
and water. For professional use only. Not dangerous during transportation.
Please refer to the MSDS for more detailed information.

Technical characteristics
TESTS

TEST METHOD

LIMITS

Appearance

Observation

High viscosity paste

Color

Observation

Black

Density at 25ºC, gr/cm³

ΕΝ ISO 3838

1,05 - 1,20

Residue by evaporation, %

Evaporation

75 - 85

Flash Point, ºC

EN ISO 2592

>35

Elastic recovery at 25ºC, %

EN ISO 7389

10 - 20

Cohesion and adhesion properties at -5 ºC and 80ºC

EN ISO 9047

No cracking or flaking

Resistance to flow at 80ºC, mm

EN ISO 7390

≤2

Resistance to hydrolysis

EN 141877-5

No cracking or flaking
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