25kg

bitumix
Cold repair asphalt mix

Bitumix is cold repair asphalt mix with special bituminous solvents. Adhesive pre-coating of
the surface and stirring is not necessary. Application does not require any special equipment
or trained personnel. Treated surfaces are open to traffic immediately. It is not dangerous or
harmful. Bitumix, after implementation, is not affected by high or low temperatures, snow, frost
or rain. It remains elastic for a long time in the treated surfaces and traffic is not affected.
It does not crack due to contractions-expansions, it doesn’t stick on car-tires. It is highly
resistant to low concentration acids and bases, unaffected by subsoil minerals, less resistant
to organic solvents and oils.

bitumix

Cold repair asphalt mix

USES:
For the permanent and instant repair of potholes of:
• Road Networks,
• Bridges, parking areas, yards of industries, hospitals, schools, etc.
• Repair of concrete surfaces,
• Repair of drilling cores
CONSUMPTION: Approximately 25kg/m² per 1cm layer.
PACKAGING - STORAGE: Plastic container or bag, net weight 25kg. In environmentally controlled areas, for a long time.
PRECAUTIONS - PROTECTION : Classification according to regulation EC 1272/2008. BITUMIX is not dangerous and not toxic. Wear protective
gloves, protective clothing. If on skin wash with plenty of soap and water. Avoid release to the environment. For professional use only. Please refer
to the MSDS for more detailed information.

Application

1

CLEAN
Remove carefully all waste material, water,
oil etc. from the surface to be repaired with
bitumix.

2

3

APPLY
Fill the pothole, with bitumix by giving
a slight lift, 1-2cm, from the road surface.
Make sure that the product has covered
all corners or edges.

COMPACT
Compact bitumix with shovel or by just
crossing over by car. The treated area is
ready for use immediately after implementation.

Technical characteristics

Sieving gradation

TESTS

TEST METHOD

LIMITS

Bulk Density without compaction

-

Approx. 1,4gr/cm3

Bulk Density after compaction

Binder content (%) of dry aggregates

-

ASTM D-2172

Approx. 2,3gr/cm

3,5 - 5,5%

3

OUVERTURE
TAMIS (mm)

MÉTHODE
D’ESSAI

TAUX DE MAT.
PASSANT (%)

9,5

ASTM D-136

100

6,35

ASTM D-136

90 - 100

4,75

ASTM D-136

50 - 65

2,36

ASTM D-136

10 - 25

1,18

ASTM D-136

7 - 15

0,600

ASTM D-136

4 - 10

0,300

ASTM D-136

4-8

0,150

ASTM D-136

4-8

0,075

ASTM D-136

2-6
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